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B.3. Roof Design 

3.1 At intervals of no more than 40 feet along the building façade, horizontal eaves 

shall be broken using at least one of the following strategies:  

a. Gables; 

b. Building projection with a depth of a minimum of two feet; 

c. Change in façade or roof height of a minimum of four feet; 

d. Change in roof pitch or form; or 

e. Inclusion of dormers, parapets, and/or varying cornices. 

 
Figure B.3.1 

3.2 Skylights shall have a flat profile rather than domed. 
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3.3 The total width of a single dormer or multiple dormers shall not exceed 50 percent 

of the length of the roof.  

 
Figure B.3.3 

3.4 Eave depths shall not exceed 24 inches from the façade plane. 

3.5 Carport roof materials shall be the same as the primary building. 

B.4. Façade Design and Articulation 

4.1 Buildings greater than two stories shall be designed to differentiate the base, 

middle, and top of the building on any street-facing façade.  Each of these 

elements shall be distinguished from one another using at least two of the 

following solutions: 
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a. Variation in building mass for a minimum of 70 percent of the length of the 

street-facing façade through changes in the façade plane that protrude or 

recess with a minimum dimension of two feet; 

 
Figure B.4.1a 

b. Balconies or habitable projections with a minimum depth of two feet for a 

minimum of 20 percent length of the street-facing façade; 

 
Figure B.4.1b 
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c. Variation in façade articulation, using shade and weather protection 

components, projecting a minimum of three feet for a minimum of 20 percent 

length from the street-facing-façade; 

 
Figure B.4.1c 

d. Use of a belly band or horizontal architectural element with a minimum height 

of 10 inches between the first and second floor; or 

 
Figure B.4.1d 
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e. The use of at least two different façade materials, each covering a minimum 

of 20 percent of the street-facing façade. 

4.2 Buildings shall incorporate the same materials on all façades. 

4.3 Variation in the street-facing façade planes shall be provided for buildings greater 

than one story by incorporating any combination of the following architectural 

solutions to achieve a minimum of 12 points:  

▪ Architectural features, such as:  

o Arcade or gallery along the ground floor; 8 points 

o Awnings or canopies; 6 points 

o Building cornice; 5 points 

o Belly band, or horizontal architectural element, between 

the first and second floor; or 

5 points 

o Façade sconce lighting. 3 points 

▪ Bay windows; 6 points 

▪ Façade plane of upper floors steps back a minimum of five 

feet from the ground floor façade; 

6 points 

▪ Material and color changes; 5 points 

▪ Balconies or Juliet balconies; 5 points 

▪ Landscaped trellises or lattices; 5 points 

▪ Chimneys; 3 points 

▪ Wide overhangs with projecting brackets; 3 points 

▪ Window boxes or plant shelves; or 3 points 

▪ Decorative elements such as molding, ornamentation, or 

corbels. 

3 points 

 

4.4 Mixed-use buildings shall provide the following architectural elements along the 

ground floor: 

a. A minimum of 60 percent of the street-facing façade between two and 10 feet 

above the adjacent grade shall consist of transparent windows; and 

b. A form of weather protection above storefront entries that extends from the 

façade a minimum of three feet.  

4.5 Garage doors shall be recessed a minimum of 12 inches from the façade plane 

and along the street-facing façade shall not exceed 40 percent of the length of the 

building façade.  
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4.6 Changes in building materials shall occur at inside corners or at architectural 

features that break up the façade plane such as columns. 

 
Figure B.4.6 
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4.7 Mixed-use development shall meet the following requirements: 

a. Pedestrian entries to ground-floor and upper-floor commercial uses shall 

meet at least one of the following standards: 

i. The entrance shall be recessed in the façade plane at least three feet in 

depth; or 

ii. The entrance shall be covered by an awning, portico, or other 

architectural element projecting from the façade a minimum of three 

feet. 

 
Figure B.4.7a 
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b. For ground-floor commercial uses, façades facing a street shall include 

windows, doors, or openings for at least 60 percent of the building façade that 

is between two and 10 feet above the level of the sidewalk. 

 
Figure B.4.7b 

4.8 Mirrored windows are prohibited. 

4.9 A primary building entrance shall be provided facing a street or common open 

space.  All building entrances shall be recessed from the façade plane or covered 

by a building projection of at least three feet in depth measured from the wall 

plane.  

4.10 Awnings shall be subject to the following requirements: 

a. A minimum vertical clearance of eight feet measured from the pedestrian 

pathway; 

b. Shall not extend beyond individual storefront bays; and 

c. Shall not be patterned or striped. 

4.11 For buildings abutting a single-family zoning district, rooftop and upper floor 

terraces and decks are prohibited. 
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4.12 For buildings abutting a single-family zoning district, balconies shall only be 

permitted on the street-facing building façade.  Such balconies shall be without 

any projections beyond the building footprint.  

4.13 Mixed-use buildings shall provide at least one of the following features along 

street-facing façades where the façade exceeds 50 feet in length: 

a. A minimum five-foot offset from the façade plane for a length of at least 10 

feet;  

b. Multiple pilasters or columns, each with a minimum width of two feet; or 

c. Common open space, such as a plaza, outdoor dining area, or other spaces.  

4.14 Continuous blank façades on any floor level shall not exceed 25 percent of the 

entire façade length along any street.  
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From: William Walker < > 
Sent: Tuesday, June 14, 2022 12:17 PM 
To: Planning <Planning@losgatosca.gov> 
Subject: Objective Standards Draft Comments 

EXTERNAL SENDER 

Thank you for providing the draft for review by the citizens of Los Gatos. 
Here are my comments. 

1) Parking
California is shutting down fossil fuel and nuclear power plants leading to inadequate
capacity when the sun goes down and people need to charge their electric cars
at home.  In the future, car charging will need to happen during the day. To facilitate
Daytime charging, parking lots should be roofed with solar arrays, with chargers
in the parking lot under the arrays.  We already see this happening, for example
in the AMD parking lots on Union Avenue.

The draft doesn’t mention solar panels over parking lots, it should. In fact, it should
be a strong recommendation, instead of tree planting. Tall trees will shade solar
panels.

2) Excessive regulation of Architectural styles

As I read the regulations pertaining to Architecture, I can’t help but feel
they will hamstring Architects, leading to bland architecture. Figure B.4.6 is
an example of excessive regulation (IMHO, the suggested change of
building materials is ugly as shown in the figure.) One has to ask, would the
proposed regulations prevent another North 40, which has been almost
universally panned as resembling a stack of shipping containers, or worse?
Perhaps a better approach to architecture is to assemble a panel of
architects to review and critique design proposals before they are built.

William Walker 

Sent from my iPad 

EXHIBIT 4
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